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This catalog contains the combined standard axial fan offerings of FAZ and DCM. 
To view the special Reversible Axial Fan series, please visit our website: www.faz.com.tr & dcm-mfg.com

There are two methods for finding a product:

By Part Number: If you know the part number of the product you are looking for, please see the Product 
Code Index on Page 19.

By Specifications: To identify a product based on its specifications such as dimension, airflow, or voltage, 
consult the Product Identification Index on Page 14.

If you are unable to locate the product you are looking for or need assistance, please contact our sales 
department.

Product characteristics are listed in nominal values and are accompanied by performance graphs, technical 
drawings, and product renderings.

Performance data listed in this catalog reflect general characteristics. It is normal for these values to vary 
+/- 10%.

FAZ and DCM reserve the right to change these values without prior notice.

• All axial fans comply with European Community (CE) safety regulations.

• All axial fans comply with ROHS directives.

• All Axial Fans can be delivered with European Union EMC compliance upon request.

• Some products can be delivered with a thermal protection device upon request.

• The product code suffix E indicates EMC compliancy according to ECE R10 Rev 5.

• The product code suffix L indicates Long Life.

• The product code suffix X indicates EXtreme Long Life.

• All products can be delivered in 12V or 24V models. While the voltage difference will not affect power 
input or output, 24V models draw about half as much current as their corresponding 12V models.

• Some models can be made in 48V or other voltage levels. For non-standard product requests please 
contact our sales department.

• When contacting us regarding specific products, please use the product code for accurate identification.

• Please note that as product codes are standardized, special orders will result in new product codes.

• When requesting information or placing an order, please provide as much detail as possible about the 
product (main/sub category, voltage, speed, EMC requirements, etc.).

CATALOG CONTENT

HOW TO USE THE CATALOG

GENERAL PRODUCT INFORMATION

CONTACT US

6403295E
6403295L
6403295X

12V 24V
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• First page of each diameter group contains a performance comparison graph related to the products in group.

• Curves show the relationship between Static Pressure (Y-Axis) and Airflow (X-Axis) measured at different 
orifice openings from fully open (max. airflow) to fully closed (P=0).

• Two different units for both Static Pressure and Airflow are shown in graphs. 
Primary Y-Axis: mmH2O, Secondary Y-Axis: inH2O
Primary X-Axis: m3/h, Secondary Y-Axis: cfm

• The X-intercept of the pressure curve indicates the value of max airflow 
(fully open orifice). Example indicates 790 m3/h.

• The Y-intercept of the pressure curve indicates the value of max 
pressure (fully closed orifice). Example indicates 36,6 mmH

2
O.

READING THE PERFORMANCE GRAPHS
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• Method of obtaining readings from performance graphs is as follows:

For example, to obtain the performances of fans at 10 mmH
2
O static pressure, identify 10 mmH

2
O on the 

primary pressure axis, project a horizontal line to pressure curves, project intersection points vertically to x-axis 
and read values; 
• 455 m3/h for Axial Fan 1
• 620 m3/h for Axial Fan 2
• 265 m3/h for Axial Fan 3

GENERAL INFORMATION: AXIAL FANS

40

35

30

25

20

15

10

5

0

1,6

1,4

1,2

1,0

0,8

0,6

0,4

0,2

0,0

0                                   200                               400                                600                              800                            1000  

0                                   118                                236                                354                               472                                 590

6403417EL / 6403418EL

0 118 236 354 472 590

0,0

0,2

0,4

0,6

0,8

1,0

1,2

1,4

1,6

0

5

10

15

20

25

30

35

40

0 200 400 600 800 1000

cfm

in
 H

2O

m
m

H
2O

m3/h

6401281EL / 6401282EL

6403491EL / 6403492EL

890026 / 890028

Axial Fan 1

Axial Fan 2

Axial Fan 3

St
at

ic
 P

re
ss

u
re

(m
m

H
2
O

)

(in
 H

2
O

)

Airflow
(m3/h)

(cfm)

• Axial fan series are only available with 4” (102 mm) diameter motors.

• All motors are constructed with four-pole configuration, featuring high efficiency and long life. Motor heights 
are kept short in order to fit narrow spaces. These fans are widely used as condenser, evaporator, and radiator 
cooling fans in HVAC applications.

4" Motor Series
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• Axial fans come in three shroud types: Low Profile (LP), High Profile (HP) and Square.

• There are four motor families with varying outputs (130 W, 160 W, 225 W and 300 W). 

• Total height for motor and shroud combinations for axial fans; 

• Dimensions are in millimeters and in inches in brackets: mm[in]

STD 120 W 160 W 225 W 300 W

High Profile (HP) - - 80 [3,15] -

Low Profile (LP) 55 [2,16] 65 [2,56] 73 [2,87] -

Square 71 [2,8] - - -

LL 120 W 160 W 225 W 300 W

High Profile (HP) - 82 [3,22] 82 [3,22] -

Low Profile (LP) 57 [2,25] 67 [2,64] 75 [2,95] -

Square 75 [2,95] - - -

XLL 120 W 160 W 225 W 300 W

High Profile (HP) - 94 [3,7] 94 [3,7] 112 [4,41]

Low Profile (LP) 69 [2,72] 79 [3,11] 87 [4,43] -

Square 85 [3,35] - - -
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• All fan combinations can be equipped with either a Straight Blade fan or an S-Blade fan. Straight Blade fans 
produce more pressure but have a higher noise level while S-Blade fans produce relatively less pressure but have 
a lower noise level.

• All fans can be fitted as pullers or pushers. The direction of the Standard fan is fixed at production and cannot 
be changed by the customer. 

• Reversible fans (not in this catalog) can be changed by the customer by simply flipping the direction of the 
fan and reversing the polarity (+/-) of the power supply. For information on Reversible fans, contact our Sales 
department.

• All of our motors are certified IP 68 for dust and water protection by an independent 
laboratory.

About IP Rating: IP (or Ingress Protection) indicates the protection level of the product 
against ingression from solid particles and liquid. The first digit (in this case, 6) indicates that 
the unit is dust-tight. The second digit (in this case, 8) indicates that he product is capable
of withstanding ingression when submersed in 1 m (3.3 ft) of water.

• All Axial Fan products are tested for EMC compliance according to ECE R10 Rev. 5 by an 
independent laboratory. Compliance certifications can be provided upon request.

Straight Blade S-Blade

IP 68
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• All Axial Fan Series are delivered with Tyco 180908-type connectors unless specified otherwise. Various other 
connectors are also available and listed below.

Please contact our sales department for special connector requests. 

DESCRIPTION VIEW PART CODES FEATURE

TYCO
FASTIN/FASTON SERIES

Part Code     : 180908
Mating Code: 180907

Regular

YAZAKI
Part Code     : 7122-2228
Mating Code: 7123-2228

Regular

TYCO
MATE-N-LOK

Part Code     : 350777-4
Mating Code: 350778-1

Waterproof

TYCO
SUPERSEAL 1.5 SERIES

Part Code    : 282104-1
Mating Code: 282080-1

Waterproof

TYCO
JUNIOR TIMER SERIES

Part Code     : 106462-1
Mating Code: 827551-3

Waterproof

DEUTSCH
DT SERIES

Part Code     : DT04-2P
Mating Code: DT06-2S

Waterproof

DEUTSCH
DT SERIES

Part Code     : DTP04-2P
Mating Code: DTP06-2S

Waterproof

DELPHI-PACKARD (APTIV)
WEATHER PACK SERIES

Part Code     : 12010973
Mating Code: 12015792

Waterproof

DELPHI-PACKARD (APTIV)
METRI PACK 280 SERIES

Part Code     : 15300002
Mating Code: 15300027

Waterproof
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• Performance values listed in this catalog were determined by tests performed under standard atmospheric 
conditions.  All tests were powered by a battery or a low ripple DC power source.

• Performance values obtained at conditions other than those listed above and powered by a source with 
high ripple are not guaranteed to produce the same results.

• Power sources with high ripple will negatively affect the life of DC motors. Therefore, it is important to 
limit voltage ripple to less than 1%.

• Test voltages for each fan are listed on the product page.

• All products should be wired with appropriate fuses to protect from overload. FAZ and DCM are not 
responsible for damages due to incorrect installation.

• High amplitude vibrations may damage the product. It is recommended that vibration values do not 
exceed the limits outlined in Section 4.1.2.7 of the ISO 16750-3 standard.

• It is possible to mount axial fans in many different configurations. When selecting a fan for your application, 
always specify the intended mounting position for special considerations. For example, if the motor shaft 
will be exposed to the sky, FAZ and DCM can provide a protective cap.

• Please contact us regarding alternative mounting solutions for different applications.

• All products are rated to operate between -40°C – 80°C ambient temperatures.

• Please contact us for applications outside of listed ambient temperature ranges.

TECHNICAL DETAILS
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• “Axial fan” moves air parallel to the motor axis.

• A pusher fan moves air from the motor cap towards the fan face.

• A puller fan moves air from the fan face towards the motor cap.

• The direction of airflow is indicated by an arrow on all product pages.

• A standard fan operates as a puller or pusher only depending on the installed fan blade.

USEFUL INFORMATION

PUSHER PULLER

LONG LIFE (LL) EXTREME LONG LIFE (XLL)

Brush Length Standard +45% Longer

Brush Volume Standard +54% Larger

Brush Card Material Flame Resistant Plastic Flame Resistant Plastic

Ball Bearing / Bushing
1xBall Bearing

1xBushing
2 x Ball Bearings

Body-Cap Sealing O-Ring O-Ring

Sealing Test Yes Yes

Pressure
Test Point

O-Ring Between
Body and Cap

Ball Bearing

2xBall Bearings

Bushing
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Mounting Bracket
Used to increase the fixing diameter enabling easer mounting to the heat exchanger.
• Mounting Bracket (Round Hole), P/N: 17336
• Mounting Bracket (Slotted), P/N: 17346

Vibration Dampers
Used to isolate the heat exchanger from fan vibrations.
• Vibration Damping Washer, P/N: 11593
• Vibration Damping Plug, P/N: 11592

Fixing Rod
Used to affix the fan to the heat exchanger.

AXIAL FAN MOUNTING PARTS

17336

11593

17346

11592



14
dcm-mfg.com • faz.com.tr

6,5 167 LP Str. Blade 12 Puller 560 6403417EL 23

6,5 167 LP Str. Blade 12 Pusher 560 6403418EL 23

8 190 LP Str. Blade 12 Puller 660 6401281EL 25

8 190 LP Str. Blade 12 Pusher 660 6401282EL 25

8 190 LP Str. Blade 12 Puller 790 6403491EL 26

8 190 LP Str. Blade 12 Pusher 790 6403492EL 26

8 190 LP Str. Blade 12 Puller 620 890026 27

8 190 LP Str. Blade 12 Pusher 620 890028 27

9 225 LP S 12 Puller 800 6403326EL 29

9 225 LP S 12 Pusher 800 6403496EL 29

9 225 LP Str. Blade 12 Puller 1080 6401295EL 30

9 225 LP Str. Blade 12 Pusher 1080 6401296EL 30

9 225 LP S 12 Puller 1125 6402201EL 31

9 225 LP S 12 Pusher 1125 6402202EL 31

9 225 LP Str. Blade 12 Puller 990 810026 32

9 225 LP Str. Blade 12 Pusher 990 810028 32

9 225 LP Str. Blade 12 Puller 870 810026HP 33

9 225 LP Str. Blade 12 Pusher 870 810028HP 33

9 225 LP+SQ S 12 Puller 1175 6403573EL 34

10 225 LP Str. Blade 12 Puller 1125 6402205EL 37

10 225 LP Str. Blade 12 Pusher 1125 6402206EL 37

10 225 LP S 12 Puller 1195 6401271EL 38

10 225 LP S 12 Pusher 1195 6402211EL 38

10 225 LP Str. Blade 12 Puller 1305 6401215EL 39

10 225 LP Str. Blade 12 Pusher 1305 6401229EL 39

10 225 LP S 12 Puller 1425 6401280EL 40

10 225 LP S 12 Pusher 1425 6402213EL 40

10 225 LP Str. Blade 12 Puller 1310 850026 41

10 225 LP Str. Blade 12 Pusher 1310 850028 41

10 225 LP Str. Blade 12 Puller 1185 850026HP 42

10 225 LP Str. Blade 12 Pusher 1185 850028HP 42

10 225 LP S 12 Puller 1360 G-4010-A 43

10 225 LP S 12 Pusher 1360 G-4010-S 43

10 225 HP S 12 Puller 1665 6403722EL 45

10 225 HP S 12 Pusher 1665 6403723EL 45

10 225 HP Str. Blade 12 Puller 1670 6403705EL 46

10 225 HP Str. Blade 12 Pusher 1670 6403726EL 46

10 225 HP S 12 Puller 1730 6403729EL 47

10 225 HP S 12 Pusher 1730 6403730EL 47

10 225 HP Str. Blade 12 Puller 1990 6403576EL 48

10 225 HP Str. Blade 12 Pusher 1990 6403592EL 48

Puller: Air movement is from fan to motor        Pusher: Air movement is from motor to fan

PRODUCT IDENTIFICATION INDEX

12V AXIAL FAN SERIES

Diameter Diameter
Housing 

Type
Fan Type Voltage

Air
Direction

Airflow Part Code Page No

inches mm V m3/h
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11 280 LP Str. Blade 12 Puller 1375 6402216EL 51

11 280 LP Str. Blade 12 Pusher 1375 6402217EL 51

11 280 LP S 12 Puller 1475 6402224EL 52

11 280 LP S 12 Pusher 1475 6402225EL 52

11 280 LP Str. Blade 12 Puller 1525 6402220EL 53

11 280 LP Str. Blade 12 Pusher 1525 6402221EL 53

11 280 LP S 12 Puller 1655 6401285EL 54

11 280 LP S 12 Pusher 1655 6402228EL 54

11 280 LP Str. Blade 12 Puller 1660 6402231EL 55

11 280 LP Str. Blade 12 Pusher 1660 6402232EL 55

11 280 LP S 12 Puller 1800 6403733EL 56

11 280 LP S 12 Pusher 1800 6403734EL 56

11 280 LP Str. Blade 12 Puller 1490 820026 57

11 280 LP Str. Blade 12 Pusher 1490 820028 57

11 280 LP Str. Blade 12 Puller 1700 820026HP 58

11 280 LP Str. Blade 12 Pusher 1700 820028HP 58

11 280 LP S 12 Puller 1640 G-4012-A 59

11 280 LP S 12 Pusher 1640 G-4012-S 59

12 305 LP Str. Blade 12 Puller 1475 6402235EL 67

12 305 LP Str. Blade 12 Pusher 1475 6402236EL 67

12 305 LP S 12 Puller 1635 6402239EL 68

12 305 LP S 12 Pusher 1635 6402240EL 68

12 305 LP Str. Blade 12 Puller 1925 6402243EL 69

12 305 LP Str. Blade 12 Pusher 1925 6401251EL 69

12 305 LP S 12 Puller 2375 6401287EL 70

12 305 LP S 12 Pusher 2375 6402246EL 70

12 305 LP S 12 Puller 2210 6402249EL 71

12 305 LP S 12 Pusher 2210 6402250EL 71

12 305 LP Str. Blade 12 Puller 1715 860026 72

12 305 LP Str. Blade 12 Pusher 1715 860028 72

12 305 LP Str. Blade 12 Puller 1750 860026HP 73

12 305 LP Str. Blade 12 Pusher 1750 860028HP 73

12 305 HP Str. Blade 12 Puller 2615 6401263EL 75

12 305 HP Str. Blade 12 Pusher 2615 6401265EL 75

12 305 HP S 12 Puller 2530 6403497EL 76

12 305 HP S 12 Pusher 2530 6403498EL 76

12 305 HP Str. Blade 12 Puller 2825 6403709EL 77

11 280 HP Str. Blade 12 Puller 2195 6403385EL 61

11 280 HP Str. Blade 12 Pusher 2195 6402285EL 61

11 280 HP S 12 Puller 2195 6403737EL 62

11 280 HP S 12 Pusher 2195 6403738EL 62

11 280 HP Str. Blade 12 Puller 2405 6403741EL 63

11 280 HP Str. Blade 12 Pusher 2405 6403742EL 63

11 280 HP S 12 Puller 2715 6403743EX 64

11 280 HP S 12 Pusher 2715 6403744EX 64

11 280 HP Str. Blade 12 Puller 1505 2478-A6-F 65

Puller: Air movement is from fan to motor        Pusher: Air movement is from motor to fan

Diameter Diameter
Housing 

Type
Fan Type Voltage

Air
Direction

Airflow Part Code Page No

inches mm V m3/h
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Puller: Air movement is from fan to motor        Pusher: Air movement is from motor to fan

13 330 LP S 12 Puller 2305 G-4014-A 83

13 330 LP S 12 Pusher 2305 G-4014-S 83

14 350 LP Str. Blade 12 Puller 1825 6402253EL 85

14 350 LP Str. Blade 12 Pusher 1825 6402254EL 85

14 350 LP Str. Blade 12 Puller 2180 6402257EL 86

14 350 LP Str. Blade 12 Pusher 2180 6401252EL 86

14 350 LP Str. Blade 12 Puller 2575 6402260EL 87

14 350 LP Str. Blade 12 Pusher 2575 6401259EL 87

14 350 LP  Str. Blade 12 Puller 3135 6403684EL 88

14 350 LP  Str. Blade 12 Pusher 3135 6403753EL 88

14 350 LP Str. Blade 12 Puller 2115 830075 89

14 350 LP Str. Blade 12 Pusher 2115 830077 89

16 385 LP Str. Blade 12 Puller 2160 6402262EL 91

16 385 LP Str. Blade 12 Pusher 2160 6402263EL 91

16 385 LP Str. Blade 12 Puller 2730 6402264EL 92

16 385 LP Str. Blade 12 Pusher 2730 6401253EL 92

16 385 LP Str. Blade 12 Puller 2810 6402266EL 93

16 385 LP Str. Blade 12 Pusher 2810 6401261EL 93

16 385 LP  Str. Blade 12 Puller 3290 6403756EL 94

16 385 LP  Str. Blade 12 Pusher 3290 6403757EL 94

16 385 LP Str. Blade 12 Puller 2660 840025 95

16 385 LP Str. Blade 12 Pusher 2660 840027 95

16 385 LP Str. Blade 12 Puller 2945 840025HP 96

16 385 LP Str. Blade 12 Pusher 2945 840027HP 96

6,5 167 LP Str. Blade 24 Puller 550 6403483EL 101

6,5 167 LP Str. Blade 24 Pusher 550 6403484EL 101

8 190 LP Str. Blade 24 Puller 655 6401289EL 103

8 190 LP Str. Blade 24 Pusher 655 6403493EL 103

8 190 LP Str. Blade 24 Puller 790 6403494EL 104

8 190 LP Str. Blade 24 Pusher 790 6403495EL 104

24V AXIAL FAN SERIES

Diameter Diameter
Housing 

Type
Fan Type Voltage

Air
Direction

Airflow Part Code Page No

inches mm V m3/h

Diameter Diameter
Housing 

Type
Fan Type Voltage

Air
Direction

Airflow Part Code Page No

inches mm V m3/h

12 305 HP Str. Blade 12 Pusher 2825 6403671EL 77

12 305 HP S 12 Puller 2475 6403747EL 78

12 305 HP S 12 Pusher 2475 6403748EL 78

12 305 HP S 12 Puller 2965 6403749EX 79

12 305 HP S 12 Pusher 2965 6403750EX 79

12 305 HP Str. Blade 12 Puller 2260 470027 80

12 305 HP Str. Blade 12 Pusher 2260 480027 80

12 305 HP Str. Blade 12 Puller 2465 470027HD 81

12 305 HP Str. Blade 12 Pusher 2465 480027HD 81
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Diameter Diameter
Housing 

Type
Fan Type Voltage

Air
Direction

Airflow Part Code Page No

inches mm V m3/h

Puller: Air movement is from fan to motor        Pusher: Air movement is from motor to fan

11 280 LP Str. Blade 24 Puller 1385 6402218EL 123

11 280 LP Str. Blade 24 Pusher 1385 6402219EL 123

11 280 LP S 24 Puller 1520 6402226EL 124

11 280 LP S 24 Pusher 1520 6402227EL 124

11 280 LP Str. Blade 24 Puller 1505 6402222EL 125

11 280 LP Str. Blade 24 Pusher 1505 6402223EL 125

11 280 LP S 24 Puller 1615 6402229EL 126

11 280 LP S 24 Pusher 1615 6402230EL 126

11 280 LP Str. Blade 24 Puller 1615 6402233EL 127

11 280 LP Str. Blade 24 Pusher 1615 6402234EL 127

11 280 LP S 24 Puller 1830 6403735EL 128

11 280 LP S 24 Pusher 1830 6403736EL 128

11 280 HP+SQ Str. Blade 24 Puller 2045 6403680EX 131

11 280 HP Str. Blade 24 Puller 2245 6402282EL 132

11 280 HP Str. Blade 24 Pusher 2245 6402284EL 132

11 280 HP S 24 Puller 2220 6403739EL 133

11 280 HP S 24 Pusher 2220 6403740EL 133

11 280 HP Str. Blade 24 Puller 2575 6403760EL 134

11 280 HP Str. Blade 24 Pusher 2575 6403761EL 134

11 280 HP S 24 Puller 2690 6403745EX 135

11 280 HP S 24 Pusher 2690 6403746EX 135

11 280 HP+SQ S 24 Puller 2610 6403687EX 136

9 225 LP S 24 Puller 825 6403485EL 107

9 225 LP S 24 Pusher 825 6403486EL 107

9 225 LP Str. Blade 24 Puller 1060 6401297EL 108

9 225 LP Str. Blade 24 Pusher 1060 6401298EL 108

9 225 LP S 24 Puller 1090 6402203EL 109

9 225 LP S 24 Pusher 1090 6402204EL 109

10 255 LP Str. Blade 24 Puller 1200 6402270EL 111

10 255 LP Str. Blade 24 Pusher 1200 6402271EL 111

10 255 LP S 24 Puller 1275 6403268EL 112

10 255 LP S 24 Pusher 1275 6403269EL 112

10 255 LP Str. Blade 24 Puller 1280 6402207EL 113

10 255 LP Str. Blade 24 Pusher 1280 6402208EL 113

10 255 LP S 24 Puller 1380 6402214EL 114

10 255 LP S 24 Pusher 1380 6402215EL 114

10 255 HP S 24 Puller 1690 6403724EL 117

10 255 HP S 24 Pusher 1690 6403725EL 117

10 255 HP Str. Blade 24 Puller 1700 6403727EL 118

10 255 HP Str. Blade 24 Pusher 1700 6403728EL 118

10 255 HP S 24 Puller 1760 6403731EL 119

10 255 HP S 24 Pusher 1760 6403732EL 119

10 255 HP Str. Blade 24 Puller 1945 6403577EL 120

10 255 HP Str. Blade 24 Pusher 1945 6403593EL 120
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Puller: Air movement is from fan to motor        Pusher: Air movement is from motor to fan

Diameter Diameter
Housing 

Type
Fan Type Voltage

Air
Direction

Airflow Part Code Page No

inches mm V m3/h

13 330 LP S 24 Puller 2420 G-4014-A-24V 151

13 330 LP S 24 Pusher 2420 G-4014-S-24V 151

14 350 LP Str. Blade 24 Puller 1865 6402255EL 153

14 350 LP Str. Blade 24 Pusher 1865 6402256EL 153

14 350 LP Str. Blade 24 Puller 2340 6402259EL 154

14 350 LP Str. Blade 24 Pusher 2340 6401255EL 154

14 350 LP Str. Blade 24 Puller 2680 6402261EL 155

14 350 LP Str. Blade 24 Pusher 2680 6401260EL 155

14 350 LP  Str. Blade 24 Puller 3075 6403754EL 156

14 350 LP  Str. Blade 24 Pusher 3075 6403755EL 156

16 385 LP Str. Blade 24 Puller 2455 6401224EL 159

16 385 LP Str. Blade 24 Pusher 2455 6401238EL 159

16 385 LP Str. Blade 24 Puller 2705 6402265EL 160

16 385 LP Str. Blade 24 Pusher 2705 6401256EL 160

16 385 LP Str. Blade 24 Puller 2915 6402267EL 161

16 385 LP Str. Blade 24 Pusher 2915 6401262EL 161

16 385 LP  Str. Blade 24 Puller 3520 6403758EL 162

16 385 LP  Str. Blade 24 Pusher 3520 6403759EL 162

12 305 LP Str. Blade 24 Puller 1480 6402237EL 139

12 305 LP Str. Blade 24 Pusher 1480 6402238EL 139

12 305 LP S 24 Puller 1820 6402241EL 140

12 305 LP S 24 Pusher 1820 6402242EL 140

12 305 LP Str. Blade 24 Puller 2105 6402244EL 141

12 305 LP Str. Blade 24 Pusher 2105 6401254EL 141

12 305 LP S 24 Puller 2295 6402247EL 142

12 305 LP S 24 Pusher 2295 6402248EL 142

12 305 LP S 24 Puller 2310 6402251EL 143

12 305 LP S 24 Pusher 2310 6402252EL 143

12 305 HP Str. Blade 24 Puller 2750 6401264EL 145

12 305 HP Str. Blade 24 Pusher 2750 6401266EL 145

12 305 HP S 24 Puller 2570 6403469EL 146

12 305 HP S 24 Pusher 2570 6403499EL 146

12 305 HP Str. Blade 24 Puller 2860 6403575EL 147

12 305 HP Str. Blade 24 Pusher 2860 6403707EL 147

12 305 HP S 24 Puller 2700 6403603EL 148

12 305 HP S 24 Pusher 2700 6403600EL 148

12 305 HP S 24 Puller 3080 6403751EX 149

12 305 HP S 24 Pusher 3080 6403752EX 149
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CODE PAGE CODE PAGE CODE PAGE CODE PAGE CODE PAGE

470027 80

480027 80

810026 32

810028 32

820026 57

820028 57

830075 89

830077 89

840025 95

840027 95

850026 41

850028 41

860026 72

860028 72

890026 27

890028 27

2478-A6-F 65

470027HD 81

480027HD 81

6401215EL 39

6401224EL 159

6401229EL 39

6401238EL 159

6401251EL 69

6401252EL 86

6401253EL 92

6401254EL 141

6401255EL 154

6401256EL 160

6401259EL 87

6401260EL 155

6401261EL 93

6401262EL 161

6401263EL 75

6401264EL 145

6401265EL 75

6401266EL 145

6401271EL 38

6401280EL 40

6401281EL 25

6401282EL 25

6401285EL 54

6401287EL 70

6401289EL 103

6401295EL 30

6401296EL 30

6401297EL 108

6401298EL 108

6402201EL 31

6402202EL 31

6402203EL 109

6402204EL 109

6402205EL 37

6402206EL 37

6402207EL 113

6402208EL 113

6402211EL 38

6402213EL 40

6402214EL 114

6402215EL 114

6402216EL 51

6402217EL 51

6402218EL 123

6402219EL 123

6402220EL 53

6402221EL 53

6402222EL 125

6402223EL 125

6402224EL 52

6402225EL 52

6402226EL 124

6402227EL 124

6402228EL 54

6402229EL 126

6402230EL 126

6402231EL 55

6402232EL 55

6402233EL 127

6402234EL 127

6402235EL 67

6402236EL 67

6402237EL 139

6402238EL 139

6402239EL 68

6402240EL 68

6402241EL 140

6402242EL 140

6402243EL 69

6402244EL 141

6402246EL 70

6402247EL 142

6402248EL 142

6402249EL 71

6402250EL 71

6402251EL 143

6402252EL 143

6402253EL 85

6402254EL 85

6402255EL 153

6402256EL 153

6402257EL 86

6402259EL 154

6402260EL 87

6402261EL 155

6402262EL 91

6402263EL 91

6402264EL 92

6402265EL 160

6402266EL 93

6402267EL 161

6402270EL 111

6402271EL 111

6402282EL 132

6402284EL 132

6402285EL 61

6403268EL 112

6403269EL 112

6403326EL 29

6403385EL 61

6403417EL 23

6403418EL 23

6403469EL 146

6403483EL 101

6403484EL 101

6403485EL 107

6403486EL 107

6403491EL 26

6403492EL 26

6403493EL 103

6403494EL 104

6403495EL 104

6403496EL 29

6403497EL 76

6403498EL 76

6403499EL 146

6403573EL 34

6403575EL 147

6403576EL 48

6403577EL 120

6403592EL 48

6403593EL 120

6403600EL 148

6403603EL 148

6403671EL 77

6403680EX 131

6403684EL 88

6403687EX 136

6403705EL 46

6403707EL 147

6403709EL 77

6403722EL 45

6403723EL 45

6403724EL 117

6403725EL 117

6403726EL 46

6403727EL 118

6403728EL 118

6403729EL 47

6403730EL 47

6403731EL 119

6403732EL 119

6403733EL 56

6403734EL 56

6403735EL 128

6403736EL 128

6403737EL 62

6403738EL 62

6403739EL 133

6403740EL 133

6403741EL 63

6403742EL 63

6403743EX 64

6403744EX 64

6403745EX 135

6403746EX 135

6403747EL 78

6403748EL 78

6403749EX 79

6403750EX 79

6403751EX 149

6403752EX 149

6403753EL 88

6403754EL 156

6403755EL 156

6403756EL 94

6403757EL 94

6403758EL 162

6403759EL 162

6403760EL 134

6403761EL 134

810026HP 33

810028HP 33

820026HP 58

820028HP 58

840025HP 96

840027HP 96

850026HP 42

850028HP 42

860026HP 73

860028HP 73

G-4010-A 43

G-4010-S 43

G-4012-A 59

G-4012-S 59

G-4014-A 83

G-4014-A-24V 151

G-4014-S 83

G-4014-S-24V 151

CODE NUMBER INDEX
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12V
A X I A L  F A N  S E R I E S
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Ø 167 mm (6,5”) Axial Fan Series

Ø 190 mm (8”) Axial Fan Series

Ø 225 mm (9”) Axial Fan Series

Ø 255 mm (10”) LP Axial Fan Series

Ø 255 mm (10”) HP Axial Fan Series

Ø 280 mm (11”) LP Axial Fan Series

Ø 280 mm (11”) HP Axial Fan Series

Ø 305 mm (12”) LP Axial Fan Series

Ø 305 mm (12”) HP Axial Fan Series

Ø 330 mm (13”) Axial Fan Series 

Ø 350 mm (14”) Axial Fan Series

Ø 385 mm (16”) Axial Fan Series

Page

22

24

28

36

44

50

60

66

74

82

84

90

12V Axial Fan Series
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12V
Ø 167 mm (6,5”)
Axial Fan Series
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PART NUMBERS

Puller

Pusher

6403418EL

6403417EL

Static Pressure Static Pressure

mmH2O

0,0

5,0

7,5

10,0

12,5

15,0

20,0

30,0

25,0

36,8

Air Flow Air Flow

m3 / h

560

485

425

355

295

260

220

95

165

0

Current

Test Voltage 13,0 V

A

5,4

5,5

5,5

5,4

5,4

5,5

5,9

6,1

6,0

6,5

CFM

330

285

250

210

175

155

130

55

95

0

in H2O

0,00

0,20

0,30

0,40

0,50

0,60

0,80

1,20

1,00

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

Ø 
φ
P

SPECIFICATIONS

6,5” | 167 mm

12 VDC

130 W

Low Profile

Straight
Blade

6,5” | 167 mm    12 VDC
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12V
Ø 190 mm (8”)
Axial Fan Series
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PART NUMBERS

Puller

Pusher

6401282EL

6401281EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

20,0

17,5

26,7

Air Flow Air Flow

m3 / h

660

610

565

515

455

385

305

185

235

0

Current

Test Voltage 13,0 V

A

4,7

4,8

4,9

4,9

4,9

5,0

5,1

5,2

5,2

5,8

CFM

385

360

335

305

270

225

180

105

140

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

0,70

1,10

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

Ø 
φ
P

SPECIFICATIONS

8” | 190 mm

12 VDC

130 W

Low Profile

Straight
Blade

8” | 190 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6403492EL

6403491EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

15,0

20,0

30,0

25,0

36,6

Air Flow Air Flow

m3 / h

790

750

710

665

620

495

360

180

280

0

Current

Test Voltage 13,0 V

A

7,4

7,5

7,6

7,7

7,7

7,7

7,8

8,3

8,0

9,0

CFM

465

440

415

395

365

290

210

105

165

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,60

0,80

1,20

1,00

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

8” | 190 mm

12 VDC

130 W

Low Profile

Puller

Pusher

Straight
Blade

8” | 190 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

890028

890026

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

20,3

17,5

Air Flow Air Flow

m3 / h

620

550

445

335

265

210

130

0

55

Current

A

4,9

4,7

4,5

4,4

4,6

4,7

4,7

4,8

4,8

CFM

365

325

265

200

155

125

75

0

30

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

0,70

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

8” | 190 mm

12 VDC

125 W

Low Profile

Test Voltage 13,5 V

Puller

Pusher

Straight
Blade

8” | 190 mm    12 VDC



28
dcm-mfg.com • faz.com.tr
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

18,0

Air Flow Air Flow

m3 / h

800

730

600

435

300

200

115

0

Current

Test Voltage 13,0 V

A

2,8

3,0

3,1

3,1

3,3

3,5

3,6

3,8

CFM

470

430

355

255

175

120

70

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,70

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6403496EL

6403326EL

9” | 225 mm

12 VDC

130 W

Low Profile

Puller

Pusher

S-Blade

9” | 225 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

20,0

17,5

26,4

Air Flow Air Flow

m3 / h

1080

1025

960

885

785

650

500

285

385

0

Current

Test Voltage 13,0 V

A

6,1

6,3

6,5

6,8

6,9

6,8

6,7

6,9

6,8

7,6

CFM

635

600

565

520

465

380

295

170

225

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

060

0,80

0,70

1,00

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6401296EL

6401295EL

9” | 225 mm

12 VDC

130 W

Low Profile

Puller

Pusher

Straight
Blade

9” | 225 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

25,0

20,0

32,5

Air Flow Air Flow

m3 / h

1125

1065

1000

910

790

635

490

185

320

0

Current

Test Voltage 13,0 V

A

6,9

7,1

7,3

7,5

7,6

7,6

7,5

8,5

8,0

9,2

CFM

660

630

590

535

465

375

290

110

190

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

1,00

0,80

1,30

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6402202EL

6402201EL

9” | 225 mm

12 VDC

130 W

Low Profile

Puller

Pusher

S-Blade

9” | 225 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

19,8

17,5

Air Flow Air Flow

m3 / h

990

875

720

610

470

355

205

0

70

Current

Test Voltage 13,5 V

A

6,5

6,3

6,0

6,0

6,1

6,3

6,3

6,4

6,3

CFM

580

515

425

360

275

210

120

0

40

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,78

0,70

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

PART NUMBERS

810028

810026

9” | 225 mm

12 VDC

125 W

Low Profile

Puller

Pusher

Straight
Blade

9” | 225 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

810028HP

810026HP

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

16,0

Air Flow Air Flow

m3 / h

870

740

580

470

315

160

0

Current

Test Voltage 13,5 V

A

4,3

4,1

4,0

4,1

4,2

4,3

4,3

CFM

510

435

340

280

185

95

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,63

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

9” | 225 mm

12 VDC

140 W

Low Profile

Puller

Pusher

Straight
Blade

9” | 225 mm    12 VDC



34
dcm-mfg.com • faz.com.tr

Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

25,0

20,0

32,5

Air Flow Air Flow

m3 / h

1175

1115

1030

890

745

630

530

175

340

0

Current

Test Voltage 13,0 V

A

6,4

6,7

6,8

6,9

6,9

7,2

7,5

8,2

7,9

9,0

CFM

690

655

605

525

440

370

310

105

200

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

060

1,00

0,80

1,30

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6403573EL

9” | 225 mm

12 VDC

130 W

Low Profile
Square
Shroud

Puller

S-Blade

9” | 225 mm    12 VDC
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6401280EL / 6402213EL
850026 / 850028
850026HP / 850028HP
G-4010-A / G-4010-S

6402205EL / 6402206EL

6401271EL / 6402211EL

6401215EL / 6401229EL

6401280EL / 6402213EL

850026 / 850028

850026HP / 850028HP

G-4010-A / G-4010-S

12V
Ø 255 mm (10”)
LP Axial Fan Series
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6402206EL

6402205EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

16,5

Air Flow Air Flow

m3 / h

1125

1035

910

755

525

200

0

Current

Test Voltage 13,0 V

A

4,1

4,3

4,6

4,7

4,7

4,7

4,9

CFM

660

610

535

445

310

120

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

10” | 255 mm

12 VDC

130 W

Low Profile

Puller

Pusher

Straight
Blade

10” | 255 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6402211EL

6401271EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

18,3

Air Flow Air Flow

m3 / h

1195

1105

995

735

440

285

155

0

Current

Test Voltage 13,0 V

A

4,5

4,8

5,0

5,1

5,1

5,4

5,6

5,9

CFM

705

650

585

435

260

165

90

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,70

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

10” | 255 mm

12 VDC

130 W

Low Profile

Puller

Pusher

S-Blade

10” | 255 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6401229EL

6401215EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

21,6

17,5

Air Flow Air Flow

m3 / h

1305

1230

1120

975

840

655

440

0

295

Current

Test Voltage 13,0 V

A

6,3

6,5

6,8

6,9

7,1

7,1

7,0

7,3

7,0

CFM

770

725

660

575

495

385

260

0

175

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,90

0,70

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

10” | 255 mm

12 VDC

130 W

Low Profile

Puller

Pusher

Straight
Blade

10” | 255 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6402213EL

6401280EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

20,0

17,5

24,9

Air Flow Air Flow

m3 / h

1425

1340

1235

1080

900

725

565

270

410

0

Current

Test Voltage 13,0 V

A

6,8

7,0

7,3

7,6

7,9

8,0

8,0

8,1

8,0

8,6

CFM

840

790

725

635

530

425

330

160

240

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

0,70

1,00

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

10” | 255 mm

12 VDC

130 W

Low Profile

Puller

Pusher

S-Blade

10” | 255 mm    12 VDC
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Ø 
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P

SPECIFICATIONS

PART NUMBERS

850028

850026

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

20,3

17,5

Air Flow Air Flow

m3 / h

1310

1195

1055

910

745

525

350

0

165

Current

Test Voltage 13,5 V

A

8,0

8,0

8,0

7,9

7,9

7,8

7,8

7,9

7,8

CFM

770

705

620

535

440

310

205

0

100

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

0,70

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

10” | 255 mm

12 VDC

125 W

Low Profile

Puller

Pusher

Straight
Blade

10” | 255 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

17,3

Air Flow Air Flow

m3 / h

1185

1060

925

735

500

340

135

0

Current

Test Voltage 13,5 V

A

5,5

5,5

5,5

5,4

5,3

5,4

5,4

5,5

CFM

695

625

545

435

295

200

80

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,68

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

PART NUMBERS

850028HP

850026HP

10” | 255 mm

12 VDC

140 W

Low Profile

10” | 255 mm    12 VDC

Puller

Pusher

Straight
Blade

10” | 255 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

G-4010-S

G-4010-A

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

20,0

17,5

27,7

Air Flow Air Flow

m3 / h

1360

1255

1040

880

765

665

585

438

510

0

Current

Test Voltage 13,5 V

A

8,5

8,4

8,3

8,3

8,5

8,8

9,3

9,8

9,6

10,1

CFM

800

745

610

515

450

390

345

260

300

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

0,70

1,09

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

10” | 255 mm

12 VDC

160 W

Low Profile

Puller

Pusher

S-Blade

10” | 255 mm    12 VDC
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6403576EL / 6403592EL

6403722EL / 6403723EL

6403705EL / 6403726EL

6403729EL / 6403730EL

6403576EL / 6403592EL

12V
Ø 255 mm (10”)
HP Axial Fan Series
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P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

41,7

35,0

Air Flow Air Flow

m3 / h

1665

1490

1350

1160

805

510

355

0

190

Current

Test Voltage 13,0 V

A

9,8

10,4

11,1

11,8

11,9

12,4

13,4

17,3

14,6

CFM

980

880

795

685

475

300

210

0

110

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,60

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6403723EL

6403722EL

10” | 255 mm

12 VDC

225 W

High Profile

Puller

Pusher

S-Blade

10” | 255 mm    12 VDC
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SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

36,4

Air Flow Air Flow

m3 / h

1670

1475

1315

900

580

365

185

0

Current

Test Voltage 13,0 V

A

9,6

10,1

10,4

10,4

10,9

11,5

12,3

14,2

CFM

985

870

775

530

345

215

110

0

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6403726EL

6403705EL

10” | 255 mm

12 VDC

225 W

High Profile

Puller

Pusher

Straight
Blade

10” | 255 mm    12 VDC
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Ø 
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P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

40,7

35,0

Air Flow Air Flow

m3 / h

1730

1555

1435

1235

760

460

335

0

175

Current

Test Voltage 13,0 V

A

8,9

9,6

10,6

11,4

11,6

12,2

13,2

16,8

14,5

CFM

1020

915

845

725

445

270

200

0

100

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,60

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6403730EL

6403729EL

10” | 255 mm

12 VDC

225 W

High Profile

Puller

Pusher

S-Blade

No Finger-Guard

10” | 255 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

40,1

35,0

Air Flow Air Flow

m3 / h

1990

1810

1590

1330

925

625

425

0

200

Current

Test Voltage 13,0 V

A

9,5

10,3

11,3

12,3

12,7

13,0

13,4

16,0

14,3

CFM

1170

1065

935

780

545

370

250

0

115

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,60

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6403592EL

6403576EL

10” | 255 mm

12 VDC

225 W

High Profile

Puller

Pusher

Straight
Blade

No Finger-Guard

10” | 255 mm    12 VDC
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6402231EL / 6402232EL
6403733EL / 6403734EL
820026 / 820028
820026HP / 820028HP
G-4012-A / G-4012-S

6402216EL / 6400221EL

6402224EL / 6402225EL

6402220EL / 6402221EL

6401285EL / 6402228EL

6402231EL / 6402232EL

6403733EL / 6403734EL

820026 / 820028

820026HP / 820028HP

G-4012-A / G-4012-S

12V
Ø 280 mm (11”)
LP Axial Fan Series
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Ø 
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P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

17,3

Air Flow Air Flow

m3 / h

1375

1245

1065

880

630

410

225

0

Current

Test Voltage 13,0 V

A

5,1

5,4

5,7

5,9

5,9

5,9

5,9

5,9

CFM

810

730

625

520

370

240

130

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,70

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6402217EL

6402216EL

11” | 280 mm

12 VDC

130 W

Low Profile

Puller

Pusher

Straight
Blade

11” | 280 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

18,5

Air Flow Air Flow

m3 / h

1475

1330

1185

875

550

360

205

0

Current

Test Voltage 13,0 V

A

5,8

6,1

6,3

6,4

6,3

6,6

7,0

7,5

CFM

870

780

695

515

325

210

120

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,70

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6402225EL

6402224EL

11” | 280 mm

12 VDC

130 W

Low Profile

Puller

Pusher

S-Blade

11” | 280 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

17,5

20,8

Air Flow Air Flow

m3 / h

1525

1400

1270

1105

885

630

385

190

0

Current

Test Voltage 13,0 V

A

6,6

7,1

7,3

7,3

7,4

7,5

7,3

7,3

7,4

CFM

900

825

745

650

520

370

225

110

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,70

0,80

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6402221EL

6402220EL

11” | 280 mm

12 VDC

130 W

Low Profile

Puller

Pusher

Straight
Blade

11” | 280 mm    12 VDC
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P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

20,0

17,5

22,1

Air Flow Air Flow

m3 / h

1655

1550

1390

1180

960

705

435

125

260

0

Current

Test Voltage 13,0 V

A

7,7

8,0

8,4

8,9

8,8

8,8

8,9

9,6

9,2

10,0

CFM

975

910

820

695

565

415

255

75

155

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

0,70

0,90

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6402228EL

6401285EL

11” | 280 mm

12 VDC

130 W

Low Profile

Puller

Pusher

S-Blade

11” | 280 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

10,0

12,5

15,0

17,5

22,5

20,0

26,2

Air Flow Air Flow

m3 / h

1660

1605

1500

1220

1045

825

620

275

440

0

Current

Test Voltage 13,0 V

A

7,7

8,0

8,3

8,9

9,0

8,9

8,9

9,0

8,9

9,2

CFM

980

945

885

720

615

485

365

160

260

0

in H2O

0,00

0,10

0,20

0,40

0,50

0,60

0,70

0,90

0,80

1,00

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6402232EL

6402231EL

11” | 280 mm

12 VDC

160 W

Low Profile

Puller

Pusher

Straight
Blade

11” | 280 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

10,0

12,5

15,0

17,5

22,5

20,0

30,5

Air Flow Air Flow

m3 / h

1800

1730

1650

1345

1055

760

565

330

440

0

Current

Test Voltage 13,0 V

A

8,7

9,1

9,6

10,3

10,2

10,1

10,4

11,1

10,8

12,5

CFM

1060

1020

970

790

620

450

335

195

260

0

in H2O

0,00

0,10

0,20

0,40

0,50

0,60

0,70

0,90

0,80

1,20

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6403734EL

6403733EL

11” | 280 mm

12 VDC

160 W

Low Profile

Puller

Pusher

S-Blade

11” | 280 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

18,8

17,5

Air Flow Air Flow

m3 / h

1490

1335

1140

950

765

540

350

0

110

Current

Test Voltage 13,5 V

A

8,6

8,7

8,5

8,3

8,4

8,5

8,7

8,7

8,7

CFM

875

785

670

560

450

320

205

0

65

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,74

0,70

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

PART NUMBERS

820028

820026

11” | 280 mm

12 VDC

125 W

Low Profile

Puller

Pusher

Straight
Blade

11” | 280 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

820028HP

820026HP

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

20,0

17,5

22,6

Air Flow Air Flow

m3 / h

1700

1560

1340

1145

1015

810

590

150

390

0

Current

Test Voltage 13,5 V

A

9,6

9,7

9,4

9,2

9,2

9,4

9,4

9,4

9,4

9,5

CFM

1000

915

790

675

600

480

350

90

230

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

0,70

0,89

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

11” | 280 mm

12 VDC

140 W

Low Profile

Puller

Pusher

Straight
Blade

11” | 280 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

20,1

17,5

Air Flow Air Flow

m3 / h

1640

1505

1280

955

725

555

350

0

130

Current

Test Voltage 13,5 V

A

11,4

11,4

11,2

10,4

10,6

10,9

10,9

11,6

10,9

CFM

965

885

750

565

430

330

205

0

75

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,79

0,70

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

PART NUMBERS

G-4012-S

G-4012-A

11” | 280 mm

12 VDC

160 W

Low Profile

Puller

Pusher

S-Blade

11” | 280 mm    12 VDC
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2,8

2,4
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6403385EL / 6402285EL

6403737EL / 6403738EL

6403741EL / 6403742EL

6403743EX / 6403744EX

2478-A6-F

6403385EL / 6402285EL

6403737EL / 6403738EL

6403741EL / 6403742EL

6403743EX / 6403744EX

2478-A6-F

12V
Ø 280 mm (11”)
HP Axial Fan Series

St
at

ic
 P

re
ss

u
re

(m
m

H
2
O

)

(in
 H

2
O

)

Airflow
(m3/h)

(cfm)
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

38,7

35,0

Air Flow Air Flow

m3 / h

2195

2055

1805

1130

780

665

445

0

180

Current

Test Voltage 13,0 V

A

14,2

14,5

15,0

15,1

15,9

16,9

17,5

20,1

18,6

CFM

1295

1210

1060

665

460

390

265

0

105

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,50

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6402285EL

6403385EL

11” | 280 mm

12 VDC

225 W

High Profile

Puller

Pusher

Straight
Blade

11” | 280 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

40,9

35,0

44,2

Air Flow Air Flow

m3 / h

2195

2040

1820

1485

1060

740

535

100

310

0

Current

Test Voltage 13,0 V

A

11,9

12,6

13,8

15,1

15,8

16,4

17,4

21,2

18,8

22,8

CFM

1290

1200

1070

875

625

435

315

60

185

0

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,60

1,40

1,70

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6403738EL

6403737EL

11” | 280 mm

12 VDC

225 W

High Profile

Puller

Pusher

S-Blade

No Finger-Guard

11” | 280 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

41,5

35,0

Air Flow Air Flow

m3 / h

2405

2180

1835

1385

990

730

560

0

335

Current

Test Voltage 13,0 V

A

14,3

15,3

15,8

16,2

17,0

17,9

18,5

22,1

19,4

CFM

1415

1280

1080

815

585

430

330

0

195

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,60

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6403742EL

6403741EL

11” | 280 mm

12 VDC

225 W

High Profile

Puller

Pusher

Straight
Blade

No Finger-Guard

11” | 280 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

50,0

40,0

58,9

Air Flow Air Flow

m3 / h

2715

2560

2415

2260

1990

1610

1255

380

750

0

Current

Test Voltage 13,0 V

A

22,8

23,9

25,0

26,3

27,6

28,9

29,7

34,1

31,0

39,0

CFM

1600

1510

1425

1330

1170

950

740

220

440

0

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

2,00

1,60

2,30

FEATURES

OPTIONS

Waterproof, IP68
Extreme Long Life (XLL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector

PART NUMBERS

6403744EX

6403743EX

11” | 280 mm

12 VDC

300 W

High Profile

Puller

Pusher

S-Blade

No Finger-Guard

11” | 280 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

20,0

17,5

27,4

Air Flow Air Flow

m3 / h

1505

1415

1325

1190

1020

865

665

390

495

0

Current

Test Voltage 13,5 V

A

6,9

7,3

7,6

7,7

7,8

7,6

7,3

7,6

7,4

7,8

CFM

885

835

780

700

600

510

390

230

290

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

0,70

1,08

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

PART NUMBERS

2478-A6-F

11” | 280 mm

12 VDC

160 W

High Profile

PullerStraight
Blade

11” | 280 mm    12 VDC
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1,4
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6402243EL / 6401251EL
6401287EL / 6402246EL
6402249EL / 6402250EL
860026 / 860028
860026HP / 860028HP

6402235EL / 6402236EL

6402239EL / 6402240EL

6402243EL / 6401251EL

6401287EL / 6402246EL

6402249EL / 6402250EL

860026 / 860028

860026HP / 860028HP

12V
Ø 305 mm (12”)
LP Axial Fan Series

St
at

ic
 P

re
ss

u
re

(m
m

H
2
O

)

(in
 H

2
O

)

Airflow
(m3/h)

(cfm)
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,5

Air Flow Air Flow

m3 / h

1475

1305

1115

870

575

305

0

Current

Test Voltage 13,0 V

A

4,9

5,4

5,7

5,8

5,9

6,1

6,3

CFM

865

770

655

510

340

180

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

12” | 305 mm

12 VDC

130 W

Low Profile

PART NUMBERS

6402236EL

6402235EL
Puller

Pusher

Straight
Blade

12” | 305 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

16,1

Air Flow Air Flow

m3 / h

1635

1475

1255

920

565

330

0

Current

Test Voltage 13,0 V

A

6,6

6,9

7,2

7,3

7,4

7,7

8,6

CFM

960

870

740

540

335

195

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

12” | 305 mm

12 VDC

130 W

Low Profile

PART NUMBERS

6402240EL

6402239EL
Puller

Pusher

S-Blade

12” | 305 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

27,5

Air Flow Air Flow

m3 / h

1925

1725

1385

980

575

190

0

Current

Test Voltage 13,0 V

A

9,7

10,4

11,2

11,1

11,5

11,7

11,7

CFM

1135

1015

815

575

340

110

0

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,10

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

12” | 305 mm

12 VDC

160 W

Low Profile

PART NUMBERS

6401251EL

6402243EL
Puller

Pusher

Straight
Blade

12” | 305 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

6402246EL

6401287EL

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

12,5

15,0

17,5

20,0

25,0

22,5

28,2

Air Flow Air Flow

m3 / h

2375

2110

1775

1495

1140

795

555

235

395

0

Current

Test Voltage 13,0 V

A

11,7

12,6

13,4

13,9

13,7

13,2

13,0

13,3

13,1

13,8

CFM

1400

1240

1045

880

670

465

325

140

235

0

in H2O

0,00

0,20

0,40

0,50

0,60

0,70

0,80

1,00

0,90

1,10

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

12” | 305 mm

12 VDC

160 W

Low Profile

PART NUMBERS

Puller

Pusher

S-Blade

12” | 305 mm    12 VDC



71
dcm-mfg.com • faz.com.tr

Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

12,5

15,0

17,5

20,0

25,0

22,5

29,2

Air Flow Air Flow

m3 / h

2210

1965

1710

1365

990

760

615

290

460

0

Current

Test Voltage 13,0 V

A

11,6

12,8

13,7

14,1

14,4

14,3

14,3

15,1

14,6

15,3

CFM

1300

1160

1005

805

580

445

365

170

270

0

in H2O

0,00

0,20

0,40

0,50

0,60

0,70

0,80

1,00

0,90

1,10

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6402250EL

6402249EL

12” | 305 mm

12 VDC

225 W

Low Profile

Puller

Pusher

S-Blade

12” | 305 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

17,0

Air Flow Air Flow

m3 / h

1715

1520

1295

1000

645

430

145

0

Current

Test Voltage 13,5 V

A

6,7

6,9

7,0

6,9

6,7

6,7

6,7

6,8

CFM

1010

895

760

590

380

255

85

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,67

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

PART NUMBERS

860028

860026

12” | 305 mm

12 VDC

130 W

Low Profile

Puller

Pusher

Straight
Blade

12” | 305 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

860028HP

860026HP

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

18,0

Air Flow Air Flow

m3 / h

1750

1555

1345

1105

880

535

225

0

Current

A

7,2

7,4

7,4

7,3

7,2

7,2

7,2

7,2

CFM

1030

915

795

650

470

315

130

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,71

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

12” | 305 mm

12 VDC

160 W

Low Profile

Test Voltage 13,5 V

Puller

Pusher

Straight
Blade

12” | 305 mm    12 VDC
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6403747EL / 6403748EL

6403749EX / 6403750EX

470027 / 480027

470027HD / 480027HD

6401263EL / 6401265EL

6403497EL / 6403498EL

6403709EL / 6403671EL

6403747EL / 6403748EL

6403749EX / 6403750EX

470027 / 480027

470027HD / 480027HD

12V
Ø 305 mm (12”)
HP Axial Fan Series

St
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

39,9

35,0

Air Flow Air Flow

m3 / h

2615

2470

2200

1535

1050

795

575

0

300

Current

Test Voltage 13,0 V

A

16,6

16,8

17,1

17,2

18,0

19,0

19,5

24,0

21,3

CFM

1540

1455

1295

900

615

465

335

0

175

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,60

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6401265EL

6401263EL

12” | 305 mm

12 VDC

225 W

High Profile

Puller

Pusher

Straight
Blade

12” | 305 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

37,6

35,0

Air Flow Air Flow

m3 / h

2530

2355

2135

1790

895

445

325

0

125

Current

Test Voltage 13,0 V

A

14,6

15,2

16,0

16,8

16,9

17,7

19,7

24,2

22,5

CFM

1490

1385

1255

1055

530

260

190

0

75

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,50

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6403498EL

6403497EL

12” | 305 mm

12 VDC

225 W

High Profile

Puller

Pusher

S-Blade

12” | 305 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

36,4

Air Flow Air Flow

m3 / h

2825

2550

2110

1425

925

705

390

0

Current

A

15,2

16,0

16,5

17,0

17,9

18,8

19,8

22,9

CFM

1665

1500

1240

840

545

415

230

0

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6403671EL

6403709EL

12” | 305 mm

12 VDC

225 W

High Profile

Test Voltage 13,0 V

Puller

Pusher

Straight
Blade

No Finger-Guard

12” | 305 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

34,8

Air Flow Air Flow

m3 / h

2475

2255

1965

1530

925

435

170

0

Current

A

13,1

14,0

15,0

15,9

16,9

18,4

20,8

23,6

CFM

1455

1325

1155

900

545

255

100

0

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6403748EL

6403747EL

12” | 305 mm

12 VDC

225 W

High Profile

Test Voltage 13,0 V

Puller

Pusher

S-Blade

No Finger-Guard

12” | 305 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

40,0

35,0

45,2

Air Flow Air Flow

m3 / h

2965

2750

2535

2265

1865

1310

780

225

430

0

Current

Test Voltage 13,0 V

A

20,6

21,7

22,5

23,4

24,4

25,2

26,3

31,0

28,3

33,5

CFM

1745

1620

1490

1330

1100

770

460

130

255

0

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,60

1,40

1,80

FEATURES

OPTIONS

Waterproof, IP68
Extreme Long Life (XLL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector

PART NUMBERS

6403750EX

6403749EX

12” | 305 mm

12 VDC

300 W

High Profile

Puller

Pusher

S-Blade

No Finger-Guard

12” | 305 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

17,5

18,8

Air Flow Air Flow

m3 / h

2260

2085

1840

1335

915

680

435

65

0

Current

A

11,4

11,7

11,8

11,1

11,3

11,7

12,1

12,9

13,1

CFM

1330

1225

1080

785

540

400

255

35

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,70

0,74

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

PART NUMBERS

480027

470027

12” | 305 mm

12 VDC

160 W

High Profile

Test Voltage 13,5 V

Puller

Pusher

Straight
Blade

12” | 305 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

480027HD

470027HD

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

20,0

17,5

24,4

Air Flow Air Flow

m3 / h

2465

2325

2110

1750

1220

965

750

360

580

0

Current

Test Voltage 13,5 V

A

12,0

12,4

12,4

12,0

11,6

12,0

12,4

13,5

13,0

15,0

CFM

1450

1370

1245

1330

715

570

440

215

340

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

0,70

0,96

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

12” | 305 mm

12 VDC

225 W

High Profile

Puller

Pusher

Straight
Blade

12” | 305 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,7

Air Flow Air Flow

m3 / h

2305

2095

1815

950

770

420

0

Current

A

9,4

9,8

9,8

9,1

9,7

9,7

10,3

CFM

1355

1230

1065

560

455

245

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,62

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

PART NUMBERS

G-4014-A

G-4014-S

13” | 330 mm

12 VDC

160 W

Low Profile

Test Voltage 13,5 V

Puller

Pusher

S-Blade

13” | 330 mm    12 VDC
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830075 / 830077

12V
Ø 350 mm (14”)
Axial Fan Series
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,5

Air Flow Air Flow

m3 / h

1825

1635

1340

1100

695

370

0

Current

A

5,8

6,3

6,7

6,9

6,8

6,8

6,8

CFM

1075

965

790

645

410

220

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6402254EL

6402253EL

14” | 350 mm

12 VDC

130 W

Low Profile

Test Voltage 13,0 V

Puller

Pusher

Straight
Blade

14” | 350 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

20,0

17,5

22,9

Air Flow Air Flow

m3 / h

2180

2010

1860

1650

1400

1080

775

305

550

0

Current

A

8,2

8,7

8,9

9,2

9,3

9,2

9,1

9,2

9,1

8,9

CFM

1280

1185

1095

970

825

635

460

180

325

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

0,70

0,90

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6401252EL

6402257EL

14” | 350 mm

12 VDC

160 W

Low Profile

Test Voltage 13,0 V

Puller

Pusher

Straight
Blade

14” | 350 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

7,5

10,0

12,5

15,0

17,5

22,5

20,0

29,5

Air Flow Air Flow

m3 / h

2575

2305

2135

1960

1795

1575

1230

615

870

0

Current

A

12,2

13,2

13,8

14,4

14,7

14,7

14,3

13,9

14,0

14,2

CFM

1515

1360

1255

1155

1055

925

725

365

515

0

in H2O

0,00

0,20

0,30

0,40

0,50

0,60

0,70

0,90

0,80

1,20

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6401259EL

6402260EL

14” | 350 mm

12 VDC

225 W

Low Profile

Test Voltage 13,0 V

Puller

Pusher

Straight
Blade

14” | 350 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

7,5

10,0

12,5

15,0

17,5

25,0

20,0

29,5

Air Flow Air Flow

m3 / h

3135

2850

2670

2420

2095

1745

1425

440

1115

0

Current

A

14,6

16,0

16,5

16,8

17,0

17,2

17,4

16,7

17,3

17,0

CFM

1845

1680

1570

1425

1230

1025

840

260

655

0

in H2O

0,00

0,20

0,30

0,40

0,50

0,60

0,70

1,00

0,80

1,20

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6403753EL

6403684EL

14” | 350 mm

12 VDC

225 W

Low Profile

Test Voltage 13,0 V

Puller

Pusher

Straight
Blade

14” | 350 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

17,0

Air Flow Air Flow

m3 / h

2115

1855

1630

1305

985

590

245

0

Current

A

7,7

8,0

8,2

8,0

7,8

7,7

7,6

7,6

CFM

1245

1095

960

770

580

345

145

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,67

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

PART NUMBERS

830077

830075

14” | 350 mm

12 VDC

160 W

Low Profile

Test Voltage 13,5 V

Puller

Pusher

Straight
Blade

14” | 350 mm    12 VDC
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840025HP / 840027HP

12V
Ø 385 mm (16”)
Axial Fan Series
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6402263EL

6402262EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

16,1

Air Flow Air Flow

m3 / h

2160

1905

1590

1275

805

490

0

Current

Test Voltage 13,0 V

A

7,3

7,9

8,3

8,5

8,6

8,8

8,8

CFM

1275

1120

935

750

475

290

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

16” | 385 mm

12 VDC

130 W

Low Profile

Puller

Pusher

Straight
Blade

16” | 385 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6401253EL

6402264EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

17,5

10,0

20,0

12,5

23,9

15,0

Air Flow Air Flow

m3 / h

2730

2535

2320

2090

805

1860

500

1565

0

1185

Current

Test Voltage 13,0 V

A

10,8

11,4

12,0

12,4

12,3

12,5

12,2

12,5

11,9

12,4

CFM

1605

1490

1365

1230

475

1095

295

920

0

695

in H2O

0,00

0,10

0,20

0,30

0,70

0,40

0,80

0,50

0,90

0,60

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

16” | 385 mm

12 VDC

160 W

Low Profile

Puller

Pusher

Straight
Blade

16” | 385 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6401261EL

6402266EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

20,0

10,0

22,5

15,0

26,2

17,5

Air Flow Air Flow

m3 / h

2810

2640

2460

2255

685

2015

425

1365

0

980

Current

Test Voltage 13,0 V

A

12,2

12,9

13,5

13,8

14,0

13,9

14,1

14,1

13,6

13,9

CFM

1655

1555

1450

1325

405

1185

250

800

0

580

in H2O

0,00

0,10

0,20

0,30

0,80

0,40

0,90

0,60

1,00

0,70

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

16” | 385 mm

12 VDC

225 W

Low Profile

Puller

Pusher

Straight
Blade

16” | 385 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6403757EL

6403756EL

Static Pressure Static Pressure

mmH2O

0,0

5,0

7,5

10,0

20,0

12,5

22,5

15,0

26,9

17,5

Air Flow Air Flow

m3 / h

3290

2920

2705

2430

785

2075

485

1655

0

1185

Current

Test Voltage 13,0 V

A

16,9

17,9

18,3

18,7

18,5

18,6

19,0

18,4

18,9

18,2

CFM

1935

1720

1590

1430

460

1220

285

975

0

695

in H2O

0,00

0,20

0,30

0,40

0,80

0,50

0,90

0,60

1,10

0,70

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

16” | 385 mm

12 VDC

225 W

Low Profile

Puller

Pusher

Straight
Blade

16” | 385 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

840027

840025

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

15,7

10,0

12,5

15,0

Air Flow Air Flow

m3 / h

2660

2345

2010

1525

0

885

490

35

Current

Test Voltage 13,5 V

A

11,5

11,6

11,7

11,6

11,2

11,2

11,3

11,2

CFM

1565

1380

1180

900

0

520

290

20

in H2O

0,00

0,10

0,20

0,30

0,62

0,40

0,50

0,60

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

16” | 385 mm

12 VDC

160 W

Low Profile

Puller

Pusher

Straight
Blade

16” | 385 mm    12 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

18,8

17,5

Air Flow Air Flow

m3 / h

2945

2675

2410

2055

1510

905

560

0

165

Current

A

12,3

12,6

12,7

12,6

12,3

12,0

12,0

11,8

11,8

CFM

1735

1575

1420

1210

890

530

330

0

95

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,74

0,70

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

PART NUMBERS

840027HP

840025HP

16” | 385 mm

12 VDC

225 W

Low Profile

Test Voltage 13,5 V

Puller

Pusher

Straight
Blade

16” | 385 mm    12 VDC
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24V
A X I A L  F A N  S E R I E S
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Ø 167 mm (6,5”) Axial Fan Series

Ø 190 mm (8”) Axial Fan Series

Ø 225 mm (9”) Axial Fan Series

Ø 255 mm (10”) LP Axial Fan Series

Ø 255 mm (10”) HP Axial Fan Series

Ø 280 mm (11”) LP Axial Fan Series

Ø 280 mm (11”) HP Axial Fan Series

Ø 305 mm (12”) LP Axial Fan Series

Ø 305 mm (12”) HP Axial Fan Series

Ø 330 mm (13”) Axial Fan Series 

Ø 350 mm (14”) Axial Fan Series

Ø 385 mm (16”) Axial Fan Series

Page
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158

24V Axial Fan Series
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Axial Fan Series

St
at

ic
 P

re
ss

u
re

(m
m

H
2
O

)

(in
 H

2
O

)

Airflow
(m3/h)

(cfm)



101
dcm-mfg.com • faz.com.tr

Static Pressure Static Pressure

mmH2O

0,0

5,0

7,5

10,0

12,5

15,0

20,0

30,0

25,0

35,1

Air Flow Air Flow

m3 / h

550

480

420

350

285

245

200

75

145

0

Current

Test Voltage 26,0 V

A

2,6

2,7

2,7

2,6

2,6

2,7

2,9

3,0

2,9

3,2

CFM

325

280

245

205

170

145

120

45

85

0

in H2O

0,00

0,20

0,30

0,40

0,50

0,60

0,80

1,20

1,00

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

Puller

Pusher

6403484EL

6403483EL

Ø 
φ
P

SPECIFICATIONS

6,5” | 167 mm

24 VDC

130 W

Low Profile

Straight
Blade

6,5” | 167 mm    24 VDC



102
dcm-mfg.com • faz.com.tr
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24V
Ø 190 mm (8”)
Axial Fan Series
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

20,0

17,5

26,2

Air Flow Air Flow

m3 / h

655

615

565

505

440

360

290

185

240

0

Current

Test Voltage 26,0 V

A

2,5

2,5

2,6

2,6

2,6

2,6

2,7

2,8

2,7

3,0

CFM

385

360

335

300

260

215

170

110

140

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

0,70

1,00

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

Puller

Pusher

6403493EL

6401289EL

8” | 190 mm

24 VDC

130 W

Low Profile

Straight
Blade

8” | 190 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

15,0

20,0

30,0

25,0

36,1

Air Flow Air Flow

m3 / h

790

750

710

656

615

485

355

165

275

0

Current

Test Voltage 26,0 V

A

3,6

3,7

3,7

3,7

3,8

3,8

3,8

4,1

3,9

4,4

CFM

465

440

415

390

365

285

210

95

160

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,60

0,80

1,20

1,00

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6403495EL

6403494EL

8” | 190 mm

24 VDC

130 W

Low Profile

Puller

Pusher

Straight
Blade

8” | 190 mm    24 VDC
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24V
Ø 225 mm (9”)
Axial Fan Series
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6403486EL

6403485EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

19,3

Air Flow Air Flow

m3 / h

825

760

640

470

320

210

135

0

Current

Test Voltage 26,0 V

A

1,5

1,6

1,7

1,7

1,8

1,9

2,0

2,1

CFM

485

445

375

275

190

125

80

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

9” | 225 mm

24 VDC

130 W

Low Profile

Puller

Pusher

S-Blade

9” | 225 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6401298EL

6401297EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

20,0

17,5

26,2

Air Flow Air Flow

m3 / h

1060

995

925

845

740

585

435

265

335

0

Current

Test Voltage 26,0 V

A

3,1

3,2

3,3

3,4

3,4

3,4

3,4

3,4

3,4

3,8

CFM

625

585

545

500

435

345

255

155

200

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

0,70

1,00

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

9” | 225 mm

24 VDC

130 W

Low Profile

Puller

Pusher

Straight
Blade

9” | 225 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6402204EL

6402203EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

25,0

20,0

33,0

Air Flow Air Flow

m3 / h

1090

1030

960

855

735

600

475

190

320

0

Current

Test Voltage 26,0 V

A

3,1

3,3

3,4

3,5

3,5

3,6

3,6

4,1

3,9

4,5

CFM

640

605

565

505

430

350

280

110

190

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

1,00

0,80

1,30

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

9” | 225 mm

24 VDC

130 W

Low Profile

Puller

Pusher

S-Blade

9” | 225 mm    24 VDC
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24V
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LP Axial Fan Series
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

19,4

Air Flow Air Flow

m3 / h

1200

1105

990

825

620

435

285

0

Current

A

2,5

2,6

2,7

2,8

2,8

2,8

2,9

3,1

CFM

705

650

580

485

365

255

170

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6402271EL

6402270EL

10” | 255 mm

24 VDC

130 W

Low Profile

Test Voltage 26,0 V

Puller

Pusher

Straight
Blade

10” | 255 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

21,1

Air Flow Air Flow

m3 / h

1275

1190

1040

815

570

375

255

0

Current

Test Voltage 26,0 V

A

2,7

2,9

3,0

3,1

3,1

3,2

3,3

3,6

CFM

750

700

610

480

335

220

150

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6403269EL

6403268EL

10” | 255 mm

24 VDC

130 W

Low Profile

Puller

Pusher

S-Blade

10” | 255 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

21,4

17,5

Air Flow Air Flow

m3 / h

1280

1190

1080

950

815

625

400

0

265

Current

A

2,8

2,9

3,0

3,1

3,2

3,2

3,2

3,4

3,2

CFM

755

700

635

560

480

365

235

0

155

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

0,70

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6402208EL

6402207EL

10” | 255 mm

24 VDC

130 W

Low Profile

Test Voltage 26,0 V

Puller

Pusher

Straight
Blade

10” | 255 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

20,0

17,5

24,9

Air Flow Air Flow

m3 / h

1380

1295

1180

1030

850

675

505

225

355

0

Current

Test Voltage 26,0 V

A

3,1

3,2

3,3

3,5

3,6

3,6

3,6

3,7

3,6

4,0

CFM

815

760

695

605

500

395

300

135

210

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

0,70

1,00

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6402215EL

6402214EL

10” | 255 mm

24 VDC

130 W

Low Profile

Puller

Pusher

S-Blade

10” | 255 mm    24 VDC
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50

45

40

35

30

25

20

15

10

5

0

2,0

1,8

1,6

1,4

1,2

1,0

0,8

0,6

0,4

0,2

0,0

0                                 295                               590                                885                                1180                           1475

0                               500                               1000                              1500                              2000                           2500

0 295 590 885 1180 1475

0,0

0,2

0,4

0,6

0,8

1,0

1,2

1,4

1,6

1,8

2,0

0

5

10

15

20

25

30

35

40

45

50

0 500 1000 1500 2000 2500

cfm

in
 H

2O

m
m

H
2O

m3/h

6403724EL / 6403725EL

6403727EL / 6403728EL

6403731EL / 6403732EL

6403577EL / 6403593EL
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24V
Ø 255 mm (10”)
HP Axial Fan Series
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6403725EL

6403724EL

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

40,0

35,0

45,2

Air Flow Air Flow

m3 / h

1690

1535

1420

1250

970

640

405

135

265

0

Current

Test Voltage 26,0 V

A

4,9

5,3

5,6

5,8

6,1

6,4

6,7

8,0

7,2

9,0

CFM

995

905

835

735

570

375

240

80

155

0

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,60

1,40

1,80

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

10” | 255 mm

24 VDC

225 W

High Profile

Puller

Pusher

S-Blade

10” | 255 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6403728EL

6403727EL

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

36,4

Air Flow Air Flow

m3 / h

1700

1535

1420

1055

670

450

305

10

Current

Test Voltage 26,0 V

A

5,2

5,5

5,6

5,7

5,9

6,1

6,4

7,0

CFM

1000

905

835

620

395

265

180

5

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

10” | 255 mm

24 VDC

225 W

High Profile

Puller

Pusher

Straight
Blade

10” | 255 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6403732EL

6403731EL

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

40,0

35,0

45,2

Air Flow Air Flow

m3 / h

1760

1595

1475

1305

940

565

390

115

250

0

Current

Test Voltage 26,0 V

A

4,5

4,9

5,3

5,6

5,9

6,2

6,6

7,9

7,2

8,9

CFM

1035

940

865

770

555

335

230

70

145

0

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,60

1,40

1,80

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

10” | 255 mm

24 VDC

225 W

High Profile

Puller

Pusher

S-Blade

No Finger-Guard

10” | 255 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6403593EL

6403577EL

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

40,9

35,0

Air Flow Air Flow

m3 / h

1945

1770

1610

1360

880

520

420

0

255

Current

Test Voltage 26,0 V

A

5,2

5,6

5,9

6,1

6,3

6,5

6,8

7,9

7,2

CFM

1145

1045

950

800

515

305

245

0

150

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,60

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

10” | 255 mm

24 VDC

225 W

High Profile

Puller

Pusher

Straight
Blade

No Finger-Guard

10” | 255 mm    24 VDC



121
dcm-mfg.com • faz.com.tr



122
dcm-mfg.com • faz.com.tr

35

30

25

20

15

10

5

0

1,4

1,2

1,0

0,8

0,6

0,4

0,2

0,0

0                118             236              354            472             590             708             826             944           1062          1180    

0               200            400             600            800            1000            1200           1400           1600          1800         2000

0 118 236 354 472 590 708 826 944 1062 1180

0,0

0,2

0,4

0,6

0,8

1,0

1,2

1,4

0

5

10

15

20

25

30

35

0 200 400 600 800 1000 1200 1400 1600 1800 2000

cfm

in
 H

2O

m
m

H 2
O

m3/h

6402218EL / 6402219EL
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6402233EL / 6402234EL
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6402218EL / 6402219EL

6402226EL / 6402227EL

6402222EL / 6402223EL

6402229EL / 6402230EL

6402233EL / 6402234EL

6403735EL / 6403736EL

24V
Ø 280 mm (11”)
LP Axial Fan Series

St
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6402219EL

6402218EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

18,3

Air Flow Air Flow

m3 / h

1385

1270

1125

945

725

500

290

0

Current

A

2,7

2,9

3,0

3,1

3,1

3,1

3,1

3,3

CFM

815

745

665

555

425

295

170

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,70

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

11” | 280 mm

24 VDC

130 W

Low Profile

Test Voltage 26,0 V

Puller

Pusher

Straight
Blade

11” | 280 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6402227EL

6402226EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

19,9

Air Flow Air Flow

m3 / h

1520

1410

1250

1010

680

400

240

0

Current

Test Voltage 26,0 V

A

3,0

3,1

3,3

3,4

3,4

3,4

3,6

4,1

CFM

895

830

735

595

400

235

140

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

11” | 280 mm

24 VDC

130 W

Low Profile

Puller

Pusher

S-Blade

11” | 280 mm    24 VDC



125
dcm-mfg.com • faz.com.tr

Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6402223EL

6402222EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

20,9

17,5

Air Flow Air Flow

m3 / h

1505

1370

1225

1060

855

635

435

0

265

Current

Test Voltage 26,0 V

A

3,1

3,2

3,4

3,5

3,6

3,6

3,5

3,9

3,6

CFM

885

805

720

620

500

375

255

0

155

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

0,70

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

11” | 280 mm

24 VDC

130 W

Low Profile

Puller

Pusher

Straight
Blade

11” | 280 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6402230EL

6402229EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

20,0

17,5

22,1

Air Flow Air Flow

m3 / h

1615

1530

1375

1145

880

620

405

110

245

0

Current

Test Voltage 26,0 V

A

3,5

3,6

3,8

4,0

4,0

3,9

4,1

4,4

4,3

4,6

CFM

950

900

810

675

515

365

235

65

145

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,80

0,70

0,90

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

11” | 280 mm

24 VDC

130 W

Low Profile

Puller

Pusher

S-Blade

11” | 280 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6402234EL

6402233EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

10,0

12,5

15,0

17,5

22,5

20,0

25,7

Air Flow Air Flow

m3 / h

1615

1520

1420

1135

940

735

545

205

375

0

Current

Test Voltage 26,0 V

A

3,7

3,9

4,1

4,4

4,4

4,4

4,3

4,3

4,3

4,5

CFM

950

895

835

665

555

430

320

120

220

0

in H2O

0,00

0,10

0,20

0,40

0,50

0,60

0,70

0,90

0,80

1,00

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

11” | 280 mm

24 VDC

160 W

Low Profile

Puller

Pusher

Straight
Blade

11” | 280 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6403736EL

6403735EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

10,0

12,5

15,0

17,5

22,5

20,0

30,5

Air Flow Air Flow

m3 / h

1830

1745

1660

1400

1150

865

630

335

455

0

Current

Test Voltage 26,0 V

A

4,4

4,5

4,7

5,1

5,1

5,1

5,1

5,5

5,3

6,2

CFM

1075

1030

975

825

675

510

370

200

270

0

in H2O

0,00

0,10

0,20

0,40

0,50

0,60

0,70

0,90

0,80

1,20

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

11” | 280 mm

24 VDC

160 W

Low Profile

Puller

Pusher

S-Blade

11” | 280 mm    24 VDC
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Ø 
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P

SPECIFICATIONS

PART NUMBERS

6403680EX

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

10,0

12,5

15,0

17,5

25,0

20,0

30,5

Air Flow Air Flow

m3 / h

2045

1985

1870

1345

1055

860

725

245

570

0

Current

Test Voltage 26,0 V

A

4,5

4,7

4,8

4,9

4,9

5,0

5,2

5,6

5,2

6,4

CFM

1205

1170

1100

795

620

505

425

145

335

0

in H2O

0,00

0,10

0,20

0,40

0,50

0,60

0,70

1,00

0,80

1,20

FEATURES

OPTIONS

Waterproof, IP68
Extreme Long Life (XLL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector

11” | 280 mm

24 VDC

160 W

High Profile
Square
Shroud

Puller

Straight
Blade

11” | 280 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6402284EL

6402282EL

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

40,9

35,0

Air Flow Air Flow

m3 / h

2245

2110

1845

1200

805

695

540

0

310

Current

Test Voltage 26,0 V

A

6,9

7,2

7,4

7,4

7,8

8,3

8,5

10,2

8,9

CFM

1320

1240

1085

705

475

410

315

0

180

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,60

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

11” | 280 mm

24 VDC

225 W

High Profile

Puller

Pusher

Straight
Blade

11” | 280 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

40,9

35,0

47,0

Air Flow Air Flow

m3 / h

2220

2055

1895

1630

1140

755

590

175

400

0

Current

Test Voltage 26,0 V

A

6,1

6,6

7,1

7,6

8,0

8,4

8,9

10,3

9,4

11,7

CFM

1305

1210

1115

960

670

445

345

105

235

0

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,60

1,40

1,90

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6403740EL

6403739EL

11” | 280 mm

24 VDC

225 W

High Profile

Puller

Pusher

S-Blade

No Finger-Guard

11” | 280 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6403761EL

6403760EL

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

40,0

35,0

43,7

Air Flow Air Flow

m3 / h

2575

2355

2040

1630

1230

905

645

165

405

0

Current

Test Voltage 26,0 V

A

6,7

7,3

7,9

8,5

8,9

9,2

9,6

10,5

9,9

11,3

CFM

1515

1385

1200

960

725

535

380

95

235

0

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,60

1,40

1,70

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

11” | 280 mm

24 VDC

225 W

High Profile

Puller

Pusher

Straight
Blade

No Finger-Guard

11” | 280 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

40,9

35,0

55,4

Air Flow Air Flow

m3 / h

2690

2565

2435

2285

2055

1725

1360

810

1040

0

Current

Test Voltage 26,0 V

A

10,6

11,1

11,7

12,2

12,7

13,2

13,7

14,3

14,1

16,0

CFM

1585

1510

1435

1345

1210

1015

800

475

610

0

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,60

1,40

2,20

FEATURES

OPTIONS

Waterproof, IP68
Extreme Long Life (XLL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector

11” | 280 mm

24 VDC

300 W

High Profile

PART NUMBERS

6403746EX

6403745EX
Puller

Pusher

S-Blade

No Finger-Guard

11” | 280 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6403687EX

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

50,0

40,0

65,8

Air Flow Air Flow

m3 / h

2610

2500

2385

2260

2085

1835

1515

335

845

0

Current

Test Voltage 26,0 V

A

10,9

11,3

11,8

12,3

12,7

12,9

12,9

15,5

13,5

18,6

CFM

1540

1470

1405

1330

1230

1080

890

195

495

0

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

2,00

1,60

2,60

FEATURES

OPTIONS

Waterproof, IP68
Extreme Long Life (XLL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector

11” | 280 mm

24 VDC

300 W

High Profile
Square
Shroud

Puller

S-Blade

11” | 280 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERSPART NUMBERS

6402238EL

6402237EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

16,3

Air Flow Air Flow

m3 / h

1480

1330

1155

900

600

365

0

Current

Test Voltage 26,0 V

A

2,5

2,7

2,8

2,9

2,9

3,0

3,0

CFM

870

785

680

530

355

215

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

12” | 305 mm

24 VDC

130 W

Low Profile

Puller

Pusher

Straight
Blade

12” | 305 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERSPART NUMBERS

6402242EL

6402241EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

18,8

15,0

Air Flow Air Flow

m3 / h

1820

1680

1520

1280

795

495

0

340

Current

A

3,1

3,3

3,5

3,6

3,6

3,6

3,8

3,7

CFM

1070

990

895

755

470

290

0

200

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,70

0,60

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

12” | 305 mm

24 VDC

130 W

Low Profile

Test Voltage 26,0 V

Puller

Pusher

S-Blade

12” | 305 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

31,5

Air Flow Air Flow

m3 / h

2105

1905

1665

1335

895

530

0

Current

A

5,5

6,0

6,3

6,5

6,5

6,5

6,6

CFM

1240

1120

980

785

525

315

0

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

12” | 305 mm

24 VDC

160 W

Low Profile

PART NUMBERS

6401254EL

6402244EL

Test Voltage 26,0 V

Puller

Pusher

Straight
Blade

12” | 305 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6402248EL

6402247EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

25,0

20,0

31,5

Air Flow Air Flow

m3 / h

2295

2205

2100

1995

1880

1595

1170

465

780

0

Current

Test Voltage 26,0 V

A

6,7

6,8

7,0

7,2

7,4

7,4

7,1

8,0

7,6

8,7

CFM

1350

1300

1235

1175

1110

940

690

275

460

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

1,00

0,80

1,20

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

12” | 305 mm

24 VDC

160 W

Low Profile

Puller

Pusher

S-Blade

12” | 305 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6402252EL

6402251EL

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

32,1

Air Flow Air Flow

m3 / h

2310

2110

1725

1105

745

465

0

Current

Test Voltage 26,0 V

A

6,5

6,9

7,3

6,9

7,3

7,9

8,4

CFM

1360

1245

1015

650

440

275

0

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,30

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

12” | 305 mm

24 VDC

225 W

Low Profile

Puller

Pusher

S-Blade

12” | 305 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6401266EL

6401264EL

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

35,0

Air Flow Air Flow

m3 / h

2750

2560

2300

1665

1145

880

665

315

Current

A

8,6

8,8

8,9

9,1

9,5

9,8

10,1

10,8

CFM

1620

1505

1355

980

675

515

390

185

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,40

40,6 0 12,1 0 1,60

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

12” | 305 mm

24 VDC

225 W

High Profile

Test Voltage 26,0 V

Puller

Pusher

Straight
Blade

12” | 305 mm    24 VDC



146
dcm-mfg.com • faz.com.tr

Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6403499EL

6403469EL

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

40,0

35,0

43,9

Air Flow Air Flow

m3 / h

2570

2410

2190

1880

1230

660

455

145

310

0

Current

Test Voltage 26,0 V

A

7,5

7,9

8,3

8,5

8,4

8,7

9,8

12,4

11,1

13,4

CFM

1515

1420

1290

1110

725

390

265

85

185

0

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,60

1,40

1,70

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

12” | 305 mm

24 VDC

225 W

High Profile

Puller

Pusher

S-Blade

12” | 305 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6403707EL

6403575EL

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

39,2

35,0

Air Flow Air Flow

m3 / h

2860

2540

2185

1540

1015

770

550

0

190

Current

A

7,4

8,0

8,2

8,3

8,9

9,2

9,5

11,5

10,3

CFM

1685

1495

1285

905

600

455

325

0

115

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,50

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

12” | 305 mm

24 VDC

225 W

High Profile

Test Voltage 26,0 V

Puller

Pusher

Straight
Blade

No Finger-Guard

12” | 305 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6403600EL

6403603EL

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

35,8

Air Flow Air Flow

m3 / h

2700

2480

1865

1225

875

640

375

0

Current

A

7,0

7,3

7,4

7,9

8,6

8,9

9,6

10,9

CFM

1590

1460

1095

720

515

375

220

0

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,40

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

12” | 305 mm

24 VDC

225 W

High Profile

Test Voltage 26,0 V

Puller

Pusher

S-Blade

No Finger-Guard

12” | 305 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6403752EX

6403751EX

Static Pressure Static Pressure

mmH2O

0,0

5,0

10,0

15,0

20,0

25,0

30,0

40,9

35,0

52,1

Air Flow Air Flow

m3 / h

3080

2885

2690

2495

2255

1835

1245

440

765

0

Current

Test Voltage 26,0 V

A

11,1

11,7

12,2

12,8

13,4

13,8

14,2

15,9

14,7

19,1

CFM

1815

1700

1585

1470

1325

1080

735

260

450

0

in H2O

0,00

0,20

0,40

0,60

0,80

1,00

1,20

1,60

1,40

2,10

FEATURES

OPTIONS

Waterproof, IP68
Extreme Long Life (XLL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector

12” | 305 mm

24 VDC

330 W

High Profile

Puller

Pusher

S-Blade

No Finger-Guard

12” | 305 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

G-4014-A-24V

G-4014-S-24V

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

17,5

19,8

Air Flow Air Flow

m3 / h

2420

2220

2000

1295

995

670

445

310

0

Current

A

5,4

5,5

5,6

5,2

5,2

5,3

5,3

5,5

5,8

CFM

1425

1305

1175

762

765

410

260

180

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,70

0,78

FEATURES

OPTIONS

Water and Dust Resistant
High Efficiency
RFI Protection

Mounting Brackets

13” | 330 mm

24 VDC

160 W

Low Profile

Test Voltage 27,5 V

Puller

Pusher

S-Blade

13” | 330 mm    24 VDC



152
dcm-mfg.com • faz.com.tr
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6402256EL

6402255EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,8

Air Flow Air Flow

m3 / h

1865

1665

1430

1140

755

405

0

Current

Test Voltage 26,0 V

A

2,9

3,1

3,4

3,5

3,5

3,5

3,5

CFM

1110

980

840

670

445

240

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

14” | 350 mm

24 VDC

130 W

Low Profile

Puller

Pusher

Straight
Blade

14” | 350 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6401255EL

6402259EL

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

17,5

10,0

20,0

12,5

24,1

15,0

Air Flow Air Flow

m3 / h

2340

2200

2045

1855

660

1605

400

1290

0

955

Current

Test Voltage 26,0 V

A

4,6

4,8

5,1

5,4

5,3

5,5

5,3

5,5

5,4

5,4

CFM

1375

1295

1205

1090

390

945

235

760

0

560

in H2O

0,00

0,10

0,20

0,30

0,70

0,40

0,80

0,50

0,90

0,60

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

14” | 350 mm

24 VDC

160 W

Low Profile

Puller

Pusher

Straight
Blade

14” | 350 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6401260EL

6402261EL

Static Pressure Static Pressure

mmH2O

0,0

5,0

7,5

10,0

20,0

12,5

22,5

15,0

31,8

17,5

Air Flow Air Flow

m3 / h

2680

2450

2310

2155

1115

1970

840

1735

0

1430

Current

Test Voltage 26,0 V

A

6,6

7,1

7,4

7,7

7,7

7,8

7,6

7,9

7,5

7,8

CFM

1575

1440

1360

1265

655

1160

495

1020

0

845

in H2O

0,00

0,20

0,30

0,40

0,80

0,50

0,90

0,60

1,30

0,70

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

14” | 350 mm

24 VDC

225 W

Low Profile

Puller

Pusher

Straight
Blade

14” | 350 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

PART NUMBERS

6403755EL

6403754EL

Static Pressure Static Pressure

mmH2O

0,0

5,0

7,5

10,0

20,0

12,5

22,5

15,0

30,0

17,5

Air Flow Air Flow

m3 / h

3075

2835

2670

2490

1200

2325

825

2075

0

1665

Current

Test Voltage 26,0 V

A

8,0

8,5

8,7

8,9

8,8

9,1

8,7

9,1

8,6

9,0

CFM

1810

1670

1570

1465

705

1365

485

1220

0

980

in H2O

0,00

0,20

0,30

0,40

0,80

0,50

0,90

0,60

1,20

0,70

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

14” | 350 mm

24 VDC

225 W

Low Profile

Puller

Pusher

Straight
Blade

14” | 350 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

12,5

15,0

18,8

Air Flow Air Flow

m3 / h

2455

2195

1920

1560

1220

845

435

0

Current

A

4,1

4,3

4,4

4,5

4,6

4,5

4,3

4,3

CFM

1445

1290

1130

920

715

500

255

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,50

0,60

0,70

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6401238EL

6401224EL

16” | 385 mm

24 VDC

130 W

Low Profile

Test Voltage 26,0 V

Puller

Pusher

Straight
Blade

16” | 385 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

7,5

10,0

12,5

15,0

17,5

23,9

20,0

Air Flow Air Flow

m3 / h

2705

2330

2105

1880

1540

1100

755

0

490

Current

A

5,3

5,7

6,0

6,2

6,1

5,9

5,9

5,9

6,0

CFM

1590

1370

1240

1110

905

650

445

0

290

in H2O

0,00

0,20

0,30

0,40

0,50

0,60

0,70

0,90

0,80

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6401256EL

6402265EL

16” | 385 mm

24 VDC

160 W

Low Profile

Test Voltage 26,0 V

Puller

Pusher

Straight
Blade

16” | 385 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

2,5

5,0

7,5

10,0

15,0

17,5

22,5

20,0

26,7

Air Flow Air Flow

m3 / h

2915

2755

2590

2405

2185

1650

1260

490

845

0

Current

A

6,3

6,6

6,9

7,2

7,4

7,4

7,4

7,1

7,3

7,0

CFM

1715

1620

1525

1415

1285

970

740

290

500

0

in H2O

0,00

0,10

0,20

0,30

0,40

0,60

0,70

0,90

0,80

1,10

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6401262EL

6402267EL

16” | 385 mm

24 VDC

225 W

Low Profile

Test Voltage 26,0 V

Puller

Pusher

Straight
Blade

16” | 385 mm    24 VDC
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Ø 
φ
P

SPECIFICATIONS

Static Pressure Static Pressure

mmH2O

0,0

5,0

7,5

10,0

12,5

15,0

17,5

22,5

20,0

28,7

Air Flow Air Flow

m3 / h

3520

3210

3015

2760

2435

2005

1530

750

1080

0

Current

A

9,0

9,6

9,8

10,0

10,0

9,8

9,7

9,6

9,6

9,5

CFM

2075

1890

1775

1625

1430

1180

900

440

635

0

in H2O

0,00

0,20

0,30

0,40

0,50

0,60

0,70

0,90

0,80

1,10

FEATURES

OPTIONS

Waterproof, IP68
Long Life (LL)
High Efficiency
EMC (ECE R10)

Mounting Brackets
Thermal Protector
Extreme Long Life (XLL)

PART NUMBERS

6403759EL

6403758EL

16” | 385 mm

24 VDC

225 W

Low Profile

Test Voltage 26,0 V

16” | 385 mm    24 VDC

Puller

Pusher

Straight
Blade
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∞ FAZ carries following certifications;

 • ISO 9001:2015 - Quality management systems

 • IATF 16949:2016 - Automotive Quality Management Systems

 • ISO 14001:2015 - Environmental management systems
 
∞ DCM Grand Prairie carries the following;

 • ISO 9001:2015 - Quality management systems
 
For most recent versions please contact our sales department.
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